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Abstract  To reduce greenhouse gas emissions from fossil fuel fired power plants, a range of new combustion 
technologies are being developed or refined, including oxy-fuel combustion, co-firing biomass with coal and fluid-
ized bed combustion. Flame characteristics under such combustion conditions are expected to be different from 
those in normal air fired combustion processes. Quantified flame characteristics such as temperature distribution, 
oscillation frequency, and ignition volume play an important part in the optimized design and operation of the envi-
ronmentally friendly power generation systems. However, it is challenging to obtain such flame characteristics par-
ticularly through a three-dimensional and non-intrusive means. Various tomography methods have been proposed to 
visualize and characterize flames, including passive optical tomography, laser based tomography, and electrical to-
mography. This paper identifies the challenges in flame tomography and reviews existing techniques for the quanti-
tative characterization of flames. Future trends in flame tomography for industrial applications are discussed.  
Keywords  power generation, fossil fuel, biomass, combustion, flame, tomography, imaging 
1  INTRODUCTION 
The power generation industry is undergoing 
significant changes for economic and environmental 
reasons. Although the proportion of renewable energy 
will continue to grow, fossil fuels remain to be the 
main source of energy in many countries in the years 
to come. Coal-fired power stations are burning an in-
creasingly varied range of fuels and fuel blends, in-
cluding sub-bituminous and lower volatile coals of 
varying composition and combustion properties, under 
tight economic and environmental constraints. Since 
existing coal-fired power stations are not designed to 
burn such a diverse range of fuels, the power genera-
tion industry has to overcome a range of technological 
problems such as unstable combustion processes, poor 
combustion efficiency, increased pollutant emissions 
and other operational issues. The recent trend in oper-
ating power plant in variable load in response to 
changes in electricity demand in some European 
countries has exacerbated the aforesaid problems. To 
meet the increasingly stringent standards on combus-
tion efficiency and pollutant emissions and to main-
tain fuel rangeability and operation flexibility, ad-
vanced flame monitoring techniques have become 
highly desirable [1].
In order to reduce greenhouse gas emissions from 
combustion-based power generation new technologies 
are being developed. One of these is oxyfuel combus-
tion, which is regarded as a near-zero emission tech-
nology adaptable to both new and existing fossil-fuel 
fired power plants. In an oxyfuel firing system, pul-
verized fuel is fired in the re-circulated flue gas mixed 
with pure oxygen to produce a high concentration of 
CO2 in the flue gas stream which can be sequestrated 
without costly CO2 separation [2]. However, switching 
from the conventional air-fuel to oxyfuel brings a 
number of technological challenges to combustion 
engineers and plant operators. In the oxyfuel combus-
tion process the increased concentrations of CO2 and 
water vapour in the flue gas would substantially increase 
the emissivity of the furnace gas and thus increase the 
radiative heat transfer in the furnace. In addition, the 
different heat capacity and densities of the main gases, 
i.e., N2 and CO2, will change the mass flows and ve-
locities of the primary and secondary flows, and thus 
burner aerodynamics, resulting in changes in fuel ig-
nition properties, flame propagation, shape, and resi-
dence time [2]. There is currently a significant lack of 
understanding of oxyfuel flames, so advanced flame 
monitoring and visualization techniques will help 
achieve an in-depth understanding and subsequent 
optimization of oxyfuel combustion processes.  
Another topical issue in the power generation 
industry is the efficient utilization of biomass as a re-
newable energy source. Since in the process of bio-
mass growth CO2 is absorbed from the atmosphere and 
biomass combustion releases CO2 back to the atmos-
phere, biomass is regarded as CO2-neutral. Although 
biomass can be used to generate energy in different 
ways, direct combustion or co-firing with coal at ex-
isting power stations remains a practical option avail-
able to plant operators and is widely adopted in the 
power industry for reducing carbon emissions. Bio-
mass has higher moisture content and volatile matter 
than coal. Biomass particles are often highly irregular 
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in shape and greater in size compared to coal. Such 
differences between biomass and coal result in unsta-
ble flames and complex flame characteristics in bio-
mass combustion and biomass/coal co-firing. On-line 
continuous monitoring of biomass or biomass/coal 
flames in power plant furnaces is imperative to main-
tain constant optimization of combustion conditions, 
leading to more stable flames, increased thermal effi-
ciency, and reduced slagging/fouling problems.  
A conventional flame detector uses a single in-
frared or ultraviolet photodetector, which is limited to 
a single point detection of the flame. Digital imaging 
techniques are an extension of the conventional opti-
cal detection approach and are capable of providing 
two-dimensional (2-D) information of a flame field. A 
range of measurements can be derived from 2-D flame 
images when a side view of the flame is available [3].
A number of 2-D imaging systems have been devel-
oped for flame monitoring and characterization on 
laboratory scale furnaces [2, 49]. However, a flame is 
naturally a three-dimensional (3-D) flow field. 3-D 
information about a flame is desirable to fully reveal 
the physical and chemical characteristics of the flame. 
Such information provides important data for combus-
tion engineers to achieve an in-depth understanding of 
flames and subsequent optimization of combustion 
processes. There have been some efforts to develop 3-D 
flame visualization systems in recent years. In particu-
lar, there have been activities in 3-D reconstruction 
and measurement of flame geometrical information 
[10, 11]. The 3-D measurement of temperature distribu-
tion in a furnace has also been conducted using multi-
ple cameras and pyrometric techniques [12, 13]. With 
the advent of digital imaging devices and computed 
tomography techniques, it has become feasible to 
visualize and reconstruct flames three-dimensionally. 
Such 3-D tomographic data will assist scientists and 
engineers working in combustion and related fields to 
study internal structures and flame front movement as 
well as other physical and chemical characteristics of 
flames. This paper presents a short review of the cur-
rent research activities in flame tomography and ad-
dresses the technical challenges and future trends in 
this particular area of research. 
2  CHALLENGES IN FLAME IMAGING AND 
CHARACTERIZATION 
Despite recent progress in developing flame to-
mography techniques a range of challenges remain to 
be resolved. These include the design and implemen-
tation of a practical hardware platform that generates a 
sufficient number of flame projections and hence an 
acceptable spatial resolution and high reconstruction 
quality. Meanwhile, the development of computational 
algorithms that are suitable and efficient for flame 
tomographic reconstruction is required. Furthermore, 
the system should be suitable for installation on a furnace 
and capable of enduring the harsh environment in the 
power industry (particularly wide ambient temperature 
fluctuations and presence of dust). In addition, the 
system should be able to produce the measurements of 
a range of flame parameters from the reconstructed 
flame models. Such measurements can be broadly 
subdivided into following interrelated groups: 
(1) Geometric parameters: including overall 
volume, ignition volume, surface area, and circularity 
as well as solid angle and orientation with reference to 
the burner outlet [10, 14].
(2) Luminous parameters: including brightness, 
uniformity and colour components. 
(3) Fluid-dynamic parameters: temperature dis-
tribution, soot concentration distribution, particle ve-
locity profile, oscillation frequency, and free radical 
concentrations [3, 7].
Some of the parameters are more important than 
others, depending on the specific purpose of the 
measurement and the system installation arrangement. 
It must be pointed out that flame tomography systems 
can provide 3-D information that would otherwise be 
impossible to obtain using 2-D imaging systems. For 
instance, a stable flame requires a steady flame front 
at which the heat lost and heat release of the fuel are 
well balanced at the ignition temperature of the fuel. 
The ignition volume is a measure of the normalized 
volume encompassed between the burner outlet, the 
flame front and the solid angle, which gives integrated 
information of flame ignitability. 
3  CURRENT FLAME TOMOGRAPHY TECH-
NIQUES
Techniques for flame tomography can be broadly 
categorized into passive optical tomography, laser 
based tomography, and electrical tomography. 
3.1  Passive optical tomography 
Since a flame is normally a luminous and trans-
lucent object, it can be imaged directly using one or 
more cameras without the use of a light source. 3-D 
tomographic models can then be built based on the 
2-D images obtained in conjunction with tomographic 
reconstruction algorithms. 
3.1.1 Single-camera systems
Several single-camera based flame tomography 
systems have been reported. Brisley et al. [15] pro-
posed a single-camera system, as shown schematically 
in Fig. 1. The optical assembly splits the light of flame 
into two beams, which pass through two narrow-band 
optical filters of different wavelengths. The two im-
ages reach the camera for the tomographic reconstruc-
tion of the flame. A fundamental assumption is made 
such that the flame exhibits a rotational symmetry 
about the burner axis, i.e., the flame appears to be 
identical when observed from different perspectives. 
This assumption allows grayscale sections of the 
flame to be reconstructed using only one projection 
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based on the FBP (Filtered Back Projection) algorithm. 
Fig. 2 shows an example of the reconstructed 3-D 
grayscale flame sections. 
Huang et al. [16] developed a stereoscopic tomo-
graphy technique to reconstruct the soot temperature 
and concentration distributions for an asymmetric dif-
fusive flame. A CCD camera coupled with a stereoscopic 
adapter was used to capture flame images (Fig. 3). A 
computational algorithm working on the matrix   
decomposition-based least squares method was pro-
posed to reconstruct the emission intensity distribu-
tions in the flame sections from the images obtained. 
The retrieved intensities were then used to infer local 
soot temperature and concentration. The proposed 
tomography system was capable of providing sym-
metric and asymmetric flame measurements. Fig. 4 
shows the reconstructed temperature and soot concen-
tration distributions of a gaseous flame. 
Agard and Sedat [17] proposed an Optical Sec-
tioning Tomography (OST) technique which uses a 
constrained de-convolution algorithm to obtain 
sharper and more detailed flame images. Zhou et al.
[18] developed an OST system for the 3-D monitoring 
of a candle flame, in particular, the determination of 
flame temperature distribution. The flame is regarded 
as a combination of a number of layers of 2-D sections. 
Focusing on each layer of the flame, a set of images 
can be captured by a fixed CCD camera (Fig. 5). The 
original 2-D luminosity distribution of each section is 
retrieved through the supposition of section images to 
reconstruct the 3-D luminosity distribution of the 
flame. Fig. 6 shows 2-D images of a candle flame and 
the corresponding OST reconstruction results. 
Figure 1  Single camera based 3-D flame temperature measurement system [15] 
(a)                             (b) 
Figure 2  Reconstructed grayscale sections of a gas flame [15] (a) 2-D flame image, and (b) reconstructed 3-D flame sections
Figure 3  Stereoscopic image system [16] 
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The single-camera systems are simple in struc-
ture, low in cost and can be installed on a practical 
furnace. It is also relatively straightforward to achieve 
3-D reconstruction of the flame cross sections and to 
determine the 3-D temperature field. However, those 
techniques can only be used under strict conditions, 
i.e., the flame either has a high level of rotational 
symmetry or is very stable hence a limited temporal 
resolution resulting from adjusting the focal plane of 
the system to image different cross-sections is ac-
ceptable. Single-camera systems are unsuitable for 
monitoring unsteady, turbulent flames.  
3.1.2 Multi-camera systems
Gilabert et al. [14] developed a three-camera sys-
tem in which three identical colour CCD cameras to-
gether with optical transmission units were used to 
capture concurrently six equiangular 2-D images of a 
flame. The sensing arrangement is illustrated in Fig. 7. 
Several reconstruction algorithms, including FBP, ART 
(Algebraic Reconstruction Technique), LFBP (Logical 
FBP) and combined LFBP and ART, were compared. 
The combined LFBP-ART algorithm was found to 
provide consistently better reconstruction results for 
the six projections system. The reconstruction results 
are of reasonably good qualityüthe internal structure 
of the flame can be clearly seen, as shown in Fig. 8. 
Despite the obvious improvement in the reconstruc-
tion of flames from multiple projections, more projec-
tions are still necessary for a higher spatial resolution. 
In addition, the system components are distributed 
around the flame, making it unsuitable for installation 
on an industrial furnace. 
A tomography system using a bespoke multi-lens 
camera was used to obtain the instantaneous 3-D 
gray-scale distributions of a propane fuel-rich pre-
mixed turbulent flame [19]. The system (Fig. 9) is 
equipped with 40 special camera lenses (focal length 
f  30 mm, F number  3.0) arranged on a semi-circle 
on one side of the burner. A black-and-white pan-
chromatic negative film (Fuji, Neopan 400) is loaded 
along the circumference behind the lenses and devel-
oped after the flame images are taken. The developed 
negative film is then digitized to obtain the digital 
     
Figure 4  Reconstructed temperature and soot volume fraction distributions of a gaseous flame [16] 
Figure 5  Principle of the Optical Sectioning Tomography [18] 
     
(a) Original gray-level images of different layers of the flame        (b) Reconstructed gray-level sections of the flame 
Figure 6  2-D images and OST reconstruction of a candle flame [18] 
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projections of the flame. The camera has also a linear- 
tracking mechanism to trace the flame stream up to 
1.94 m·s
1
, making it suitable for high-speed photog-
raphy. Since the system uses a white-and-black film to 
capture 40 flame images at a time, the reconstructed 
3-D images are thus of a high resolution. Fig. 10 
shows an example of the 3-D reconstruction results. 
However, it is, because the system uses a film, the 
reconstruction process is complex and time-consuming, 
so the system is unsuitable for real-time flame moni-
toring. The complex arrangement of the imaging hard-
ware makes the system installation on an industrial 
furnace difficult or impractical.  
Multi-camera tomography systems are capable of 
acquiring multple flame projections around the burner 
and hence have a good spatial resolution. Higher the 
number of projections yields better reconstruction re-
sults. However, the increased number of cameras en-
tails high system cost and complexity in system setup 
and installation. They are therefore restricted to labo-
ratory use. 
3.2  Laser-based tomography 
Mohamad et al. [20] proposed a laser-based 
transmission tomography system to obtain the concen-
tration profile of a gaseous flame. The system employs 
a single laser source with two orthogonal projections; 
each of them provides six parallel light beams reaching 
corresponding six photodiodes (Fig. 11). All the 12 light 
beams transmitted via optical fibers are from the same 
helium-neon light source. The ratio of the light intensity 
attenuated by the flame to that of the original light 
beam is used to reconstruct the cross-sectional image 
using an LBP (Linear Back Projection) algorithm. Fig. 
12 illustrates the typical results of the reconstruction. 
Figure 7  Three-camera six-projection system [14] 
(a) Reconstructed cross-sections             (b) Reconstructed longitudinal-sections 
Figure 8  Luminosity reconstruction of a gaseous flame from six 2-D projections [14] 
Figure 9  Forty-lens-camera tomography system [19]
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These cross-sectional images may be used to analyze 
the effectiveness of different fuel additives or monitor the 
size, position and velocity of flame edge at a particular 
cross-sectional level. However, the spatial resolution of 
the system is poor and depends on the number of pro-
jection groups and the number of the laser beams. 
(a)                  (b)                 (c)                  (d) 
Figure 10  Reconstructed 3D images by forty-lens-camera system [19] 
Figure 11  Setup of the laser based tomography system [20] 
Figure 12  Reconstructed cross-sectional flame images [20] 
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Moreover, the hardware setup allows only one inter-
section of the flame to be obtained at one time. 
Wondraczek et al. [21] developed an MIR (Mid- 
InfraRed) laser-based system for flame tomography. 
Two continuous wave, single-mode MIR diode lasers 
were used, which can be tuned from 680 to 682 nm 
and from 787 to 791 nm, respectively. MIR lasers 
were used to avoid interference from the flame light. 
The system is of low spatial resolution because of the 
limited number of light transmitter-receiver pairs. To 
improve the resolution, additional projections were 
achieved by rotating the burner with an increment of 
10° and scanning of the flame in a 5-mm step (Fig. 13). 
In each layer 57 (19×3) data points were acquired 
around the burner axis. If five layers were scanned, a 
total of 285 data points were acquired for the tomo-
graphic reconstruction (Fig. 14). Like other laser based 
systems, it can only obtain one intersection recon-
struction of the flame at a time. 
Wang et al. [22] also developed a laser-based to-
mography system which combines the traditional 
line-of-sight TDLAS (Tunable Diode Laser Absorp-
tion Spectroscopy) with computerized tomography to 
determine the concentration distribution of specific 
chemical species for fluid mechanics and combustion 
applications. The system uses a fan-beam-based 
scheme with an incomplete set of projections using 
only four beams of a single laser source. A special 
optical design allows the spatial scan of each beam 
over an 11° fan to be collected with a single detector 
using a curved retro-reflector (Fig. 15). This scheme 
reduces significantly the hardware and optical align-
ment costs of previous TDLAS tomographic imaging 
systems. The mole fraction and temperature distribu-
tions of NH3 mixture are reconstructed using the ART 
algorithm. Fig. 16 shows an example of the recon-
struction results. The technique has the potential to be 
employed in investigations into the dynamic distribu-
tion of various gases for combustion diagnostics. 
3.3  Electrical tomography 
Flame tomography may be achieved through 
electrical means such as capacitance, impedance, and 
resistance. ECT (Electrical Capacitance Tomography), 
EIT (Electrical Impedance Tomography) and ERT 
(Electrical Resistance Tomography) have been attempted 
Figure 13  Laser and detector setup of a DFG-MIR 
system [21] 
Figure 14  Reconstructed cross-sectional image by 
DFG-MIR system [21] 
Figure 15  Schematic of the TDLAS tomography system [22] 
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for 3-D flame monitoring in recent years. Multiple 
projections of the flame are achieved by the use of 8, 
12, or 16 electrodes around the burner. 
The ECT measures the dielectric constant of a 
flame under investigation and is low cost and robust. 
A preliminary ECT system with eight electrodes for 
flame monitoring has been reported [23]. This system 
was used to study the distribution of a flame inside a 
chamber. Fig. 17 shows the experimental arrangement 
of the system. Data from the hardware system were 
used to reconstruct cross-sectional images using a 
conventional LBP algorithm (Fig. 18). The system is 
easy to set up and very low in cost and can be used to 
identify the approximate position of the flame in the 
chamber. However, as common with all ECT systems, 
its spatial resolution is poor both in the cross-sectional 
plane and in the vertical direction. This limitation 
makes the ECT fundamentally unsuitable for accurate 
3-D flame tomography. Figure 18  Reconstructed images through ECT [23]
(a) Actual value 
(b) Calculated value
Figure 16  Reconstructed concentration and temperature distributions of NH3 with the concentration of 4% in N2 and tem-
perature of 324 K [22] 
Figure 17  Small, larger, tilt and maximum fire in an ECT system [23] 
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Liu et al. [24] also studied the feasibility of tomo-
graphic monitoring of flames in porous media using the 
ECT technique (Fig. 19). A ceramic block with a grid of 
straight-through holes (Fig. 20) was chosen as the po-
rous medium. The holes are 2 mm×2 mm in size with 1 
mm separation. The cross section of the block is 100 
mm×100 mm and the height is 120 mm. On its periph-
ery of the block 12 electrodes were fixed as the ECT 
sensors. The relationship between the flame ionization 
and relative permittivity was established as the basis for 
ECT imaging of flames. The shape, size and motion of 
the flames in the porous block were monitored. The 
images were found to correspond to the variations of 
the combustion intensity (Fig. 21). Since many sensors 
are distributed in the porous block, this method can 
identify flame crossing-sections, while the porous block 
should be delicately designed to avoid the negative im-
pact on the combustion process due to contact between 
the flame and the walls of the block. 
EIT can be used to determine the electrical con-
ductivity of a medium by making voltage and current 
measurements. ERT is closely related to EIT, and 
mathematically identical to EIT. In EIT the change of 
impedance is due to the type of medium under inves-
tigation. To measure resistivity or impedance, a current 
must flow through the medium and the corresponding 
voltages are measured. EIT techniques were applied to 
flame monitoring in 1980s and 1990s [25, 26]. There is 
no further report on the use of such techniques in re-
cent years. 
4  FUTURE TRENDS 
Although there have been various advances in 
flame tomography using a range of sensing techniques 
as reviewed above, there are still substantial develop-
ment work to be undertaken. None of the proposed 
techniques is capable of providing the identified 3-D 
flame parameters as described in Section 2. Many 
proposed systems are still at a laboratory stage. Some 
of the techniques are not suitable for the 3-D imaging 
of turbulent, dynamic flames due to their fundamental 
limitations in sensing principles. The following trends 
in future development are expected. 
4.1  Multi-projection tomography systems 
To achieve a reasonably good spatial resolution 
Figure 19  Demonstration of ECT imaging with porous 
block [24] 
Figure 20  Porous block [24] 
Figure 21  Reconstructed images through ECT imaging with porous block [24] 
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in flame tomography optical imaging techniques offer 
a better option than those based on electrical tomo-
graphy. For the tomography point of view, the more 
optical projections of the flame, the better the recon-
struction quality. However, a tomography system, 
which can generate a high number of flame projec-
tions or has a scanning part, is difficult to install on an 
industrial furnace. The challenge here is how to strike 
a balance between the numbers of projections required 
for high quality reconstruction results and the practi-
cality for installation on industrial furnaces. The single- 
camera systems are simplest in terms of hardware im-
plementation and installation and can produce 3-D 
flame results in some cases, but they are unsuitable for 
applications under most conditions of practical fur-
naces where the flame is dynamic and irregular. The 
OST would be advantageous in several ways if the 
focal plane of the camera could be adjusted swiftly or 
a dedicated optical device is available for this purpose. 
The existing multiple camera systems that generate 
three or six projections, either with or without an ex-
ternal illumination source, performs better than the 
single-camera systems, but the reconstruction quality 
is still not satisfactory. The systems with a rotating or 
scanning mechanism, though producing a high num-
ber of projections and hence better reconstruction 
quality, have the same limitation as the single-camera 
systems. It is expected that flame tomography systems 
with an adequately higher number of projections 
(perhaps not as many as 40) will emerge in the near 
future. High performance digital imaging devices are 
becoming increasingly affordable and compact and the 
use of such multiple devices will become feasible. 
Alternatively, optical components such as fibres com-
bined with miniature lenses may be used to generate 
more projections rather than using many cameras, 
which would result in high capital cost and installation 
complexity. Although the flame images have a slightly 
lower spatial resolution in such an approach and it 
may require more software work, it is practical in 
view of simplified system installation and affordable 
capital cost. 
4.2  Reconstruction algorithms 
Traditional tomography relies on interrogation 
(absorbency) data collected from multiple projections 
with the support of an external light source or beam 
that defines the interrogated slice of the object. In the 
case flame projections are acquired without the use of 
an external light or radiation source, the reconstruction 
algorithms should interpret the flame luminance data 
rather than the conventional absorbency data. It is not 
clear whether the classic algorithms such as FBP and 
ART are best for the passive optical flame tomography. 
For this very reason, reconstruction algorithms that 
are suitable for flame tomography should be devel-
oped. Prior knowledge of flames and computational 
flame modelling results should be combined with re-
construction algorithms to reduce the requirement of 
the higher number of projections. Almost all tomo-
graphy algorithms take a huge amount of computation 
time to rebuild 3-D images. Efficient 3-D reconstruc-
tion algorithms should be sought to enhance the per-
formance of flame tomography systems. Embedded 
image pre-processing and reconstruction architectures 
may be considered in future development. 
4.3  Measurement of 3D flame parameters 
There will be further development in tomography 
based measurement of 3-D flame parameters. In addi-
tion to 3-D flame temperature distribution where mul-
tiple cameras may be installed, additional information 
about the flame will be extracted from the recon-
structed 3-D flame data. This additional information 
may include flame front movement, ignition patterns, 
oscillation frequency distribution, soot concentration 
distribution, concentrations of free radicals, and 
fuel/air balance in the presence of multiple burners. 
The various methods as outlined in Section 3 can be 
used to extract and determine the 3-D flame parame-
ters. The methods may be enhanced by incorporating 
dedicated image processing algorithms [27, 28]. Flame 
tomography results will provide ample data for the 
validation of CFD models of the flames and furnaces, 
leading to optimized design and operation of coal fired 
plant firing a diverse range of fuels under variable 
load conditions. 
4.4  Practical implementation 
There are still no fully proven flame tomography 
systems that are in full operation on a laboratory test 
rig or on an industrial furnace. Cost-effective practical 
flame tomography systems that are designed for ad-
vanced combustion diagnosis are expected to emerge 
in the near future. Meanwhile, dedicated systems for 
advanced flame monitoring and visualization may be 
developed, too. Such systems may be relatively com-
plex and expensive, but should be capable of provid-
ing high resolution, quantitative 3-D flame data that 
cannot be provided through other means. More spe-
cialized systems such as synchrotron X-ray tomogra-
phy may also be expected. 
5  CONCLUSIONS 
This paper has described the requirements and 
challenges in flame tomography systems for applica-
tions in the power generation industry and other engi-
neering sectors such as chemical engineering and 
steelmaking, appraised the existing techniques de-
signed for flame tomography, and forecast the possible 
trends in future development. It is certain that a 3-D 
flame imaging system will help combustion engineers 
not only for the in-depth understanding of conven-
tional and modern combustion processes but also for 
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the on-line continuous monitoring and optimization of 
flames and burner conditions. This review of current 
state-of-the-art in the field has indicated that the some 
progress has been made in flame tomography in recent 
years, however, there is still a long way to go before 
we can see fully operational systems in industry. It is 
believed that substantial further work is required in 
developing practically useful flame tomography sys-
tems, both in hardware platforms and in reconstruc-
tion and characterization algorithms. 
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